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45 and 100 litres stainless steel drinking bowls  
with 32 l/min float valve, protected by a stainless steel 

cover. Drain plug.
Optional galvanised protection frame available.

100% stainless steel. Large access to the water.

Down to -20°C (-4°F) with 24V/80W power set (option).

Big 16 litres drinking bowl made of HDPE 
with 32 l/min float valve protected by a 

stainless steel cover. Drain plug. Galvanised
all-around protection edge.

Large access to the water

-

Cast iron bowl with constant water level. 
Capacity 5 litres.

Drain plug. Also available with non-spill edge 
(LAC5 A), with double bowl (LAC 55) or with 

synthetic bowl (LAC10).

Reliable and sturdy.

-

Cast iron bowl with constant water level. 
Capacity 2,5 litres.

Drain plug. ¾” brass fitting or ½” 
synthetic fitting.

Suitable for dogs and young animals.

-

PRINCIPLE

ADVANTAGES

ANTIFREEZE 
EFFICIENCY

LAC 50LAC 5BABYLAC

You deserve the Real!

INDOOR CATTLE-REARING

Deep non-spill stainless steel 
bowl with stainless steel valve. 

Smooth push-tube. F130 features 
a T-fitting for multiple connection 

ways.

Resistant to acidic waters.

Can be mounted on a circulation 
loop (with optional set).

HDPE bowl with non-spill edge and  
full metal protection frame (avoids nibbling). 
Stainless steel or brass valve with adjustable 

flow rate and smooth push-tube. Multiple 
connection ways. Drain plug.

Full metal protection frame.

Can be mounted on a circulation loop 
(with optional set).

Cast iron bowl with metal non-spill  
edge and drain plug. Brass or  

stainless steel valve with adjustable  
flow rate and smooth push-tube.  

Multiple connection ways.  
Protection frame optional.

Metal non-spill edge.

Can be mounted on a circulation loop 
(with optional set).

Synthetic bowl with paddle 
or push-tube. Reliable brass 

valve.
Flexible yet sturdy material.

Various valves are available.

Can be mounted on a circulation 
loop or with geothermal 

probe A590 (-15°C / 5°F).

Educational cast iron 
bowl. Brass valve with 

very smooth push-tube, 
adjustable flow rate and 

T fitting.

Perfect for calves.

Can be mounted on a 
circulation loop  

(with optional set).

PRINCIPLE

ADVANTAGES

ANTIFREEZE 
EFFICIENCY

EASY-STALL 45 & 100

F25 - F40F30A - F60

Wall-mounted drinker in HDPE with constant 
water level or push-tube. Stainless steel edge 
and cover. Drain plug. Can be mounted on an 
optional insulated PE-stand (drinking height 
can be adapted by cutting the stand in two).

Designed for compactness.

Down to -20°C (-4°F) with power set (option).

Frost-free non-spill drinker with stainless steel 
paddle. Stainless steel bowl with metal anti-

spillage edge and screwed drain plug. Heating 
element 50 or 80 W. Also with float valve: 

BIGCHO 2.

Perfectly suitable for bull calves.

Down to -20°C (-4°F).

Frost-free polyethylene bowl with constant 
water level and 50, 80 or 180 W heating 
element. Drain plug. Mounting on stand. 

Also available with stainless steel paddle: 
STALCHO 2.

Reliable and efficient.

Down to -20°C (-4°F).

Stainless steel drinking bowl with enamelled 
cast iron outer shell and pre-installed 30 or 80 
W heating element. Stainless steel valve with 
adjustable flow rate, jet breaker and T fitting. 

Drain plug.

Deep non-spill bowl.

Down to -20°C (-4°F).

PRINCIPLE

ADVANTAGES

ANTIFREEZE 
EFFICIENCY

NORMANDYLAKCHO 2F130 EL BIGSTAL 2

F110 INOX 
F130 INOX

FORSTALBABYLAB T
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INDOOR CATTLE-REARING

HDPE-stands for frost-free electric drinkers. 
Made of double-walled HDPE, insulated with 

PU-foam. With a hole for drain hose. Insulating 
plug included.  

Height: 250, 400, 600, 740 and 1000 mm.

Very sturdy and easy to install

-

Self-regulating heating cable 24V - 30W/m, 
easy connection. To be attached to metal or 

synthetic pipes. The colder the pipe, the more 
the cable heats up. Maximum length 20 m.

Easy to install.  
Suitable for all types of water lines.

Down to -45°C (-49°F).

Additional 1500 W autonomous heater for 
SPEED-FLOW or any other circulation system. 
Several THERMOFLOWs can be connected in 

series.

Improve frost protection of surface water lines or in 
extreme climate conditions.

Protects water pipes down to -30°C (-22°F).

High-power pump (370 W) that keeps a drinking 
bowls circuit frost-free by circulating the water 
at high speed. Suitable for underground water 

supply lines up to 250 m (273 yd) with  
PE Ø25 mm (1”) pipes.

Simple and secure to use. New automatisation set 
and alarm (options).

Protects water pipes down to -15°C (5°F).

PRINCIPLE

ADVANTAGES

ANTIFREEZE EFFICIENCY

HDPE STANDSTHERMOFLOW™SPEED-FLOW™ SELF-REGULATING  
HEATING CABLE

SELF-CLEANING collective drinking troughs. 
Made of one-piece double walled HDPE.  

80 l./mn. «JUMBO» float valve (at 3 bar). Less 
maintenance for less spilled water. Protection 
frame and non-spill edges available separately.

It combines water saving and animal welfare. 
Gain of time !

-20°C (-4°F) with optional power set.

Multi-access stainless steel troughs with HDPE 
base. «Dry hands» Ø100 mm (4”) draining 
system. 80 l./mn. «JUMBO» float valve (at 
3 bars), fitting with 2 entries. Troughs with 

specially folded non-spill edge. To be installed 
on a concrete base.

HDPE base. Very high flow rate. 
Anti-spillage stainless steel troughs.

-20°C (-4°F) with optional power set.

Large modular double-walled HDPE drinking 
trough. Capacity: 200 l. per trough. Ø100 mm 

drain plug. 64 l./mn. double valve. To be installed 
on a concrete base. Possibility to supply the 

lukewarm water from the milk pre-cooler.

Modular system: Additional troughs can be 
connected to increase the length.

-20°C (-4°F) with optional power set.

Large double-walled HDPE drinking trough. 
145 l. capacity. Ø100 mm drain plug. 36 l./mn. 
float-valve. To be installed on a concrete base. 
Possibility to supply the lukewarm water from 

the milk pre-cooler.

Wide access to water.

-20°C (-4°F) with optional power set.

PRINCIPLE

ADVANTAGES

ANTIFREEZE EFFICIENCY

Large stainless steel trough of 572 l capacity 
for milk pre-cooler exit. 

3,14 m long, 55 cm wide. Quick Ø100 mm drain 
with overflow. Optional A631 valve for standard 

pressure for permanent drinking trough.  
4 optional feet D201 mandatory.

2 DAIRYNOX 600 can be coupled.  
Also exist with float valve: GV300 XL

-

Stainless steel rapid-drain troughs.  
«Dry hands» Ø100 mm (4”) draining system. 

80 l./mn. «JUMBO» float valve (at 3 bars),  
fitting with 2 entries (except GV110: 32l./mn with 

elbow fitting). Troughs with  
specially folded non-spill edge. For wall mounting 

(but feet are available).

Very high flow rate. Extra float valve to connect to the 
milk pre-cooler (option).

-20°C (-4°F) with optional power set.

Stainless steel tipping troughs  
150 or 230 cm long (5 or 7,5 ft).  

80 l./mn. «JUMBO» float valve (at 3 bars),  
fitting with 2 entries. Troughs with  

specially folded non-spill edge. For wall 
mounting (but feet are available).

Very high flow rate. 
Anti-spillage stainless steel troughs.

-20°C (-4°F) with optional power set.

Single or double access stainless steel drinkers 
with constant water level. Inward folded 

non-spill edge. Drain plug. PREMIUM versions 
feature double-walled PE door(s) to protect 

from straw, dirt and frost.

Compact and sturdy. 
Valve with high flow rate.

-20°C (-4°F) with optional power set.

PRINCIPLE

ADVANTAGES

ANTIFREEZE EFFICIENCY

MULTI-TWIN 
RANGE

DAIRYNOX 600 
& A631

MICHIGAN DUO 
& BAÏKAL 230

LB 150 - LB 230

CLEAN-FLOW  
230-350

POLYSTALL 
RANGE

MULTI 220

GV 110-150-230-300 
& GV460

PATENTED Innovation
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INDOOR OR OUTDOOR

FOR PASTURES

Non-electric frost-free drinkers made of double walled HDPE 
insulated by PU foam. Models with 1 or 2 wide access with 

insulated floating hashes. 34 l/mn float valve (at 3 bar). Ø100 mm 
(4”) side draining completed with a new vertical draining inside. 

Lid easy to open, mounted on reversible hinges.

Wide access to the water. New additional drain with overflow.

Down to -30°C (-22°F) without electricity thanks to the great 
insulation and the water renewal.

Non-electric frost-free drinkers made of double walled HDPE 
insulated by PU foam. Models with 1, 2 or 4 access with insulated 

floating balls. 34 l/mn float valve (at 3 bar). Ø100 mm (4”) side draining 
completed with a new vertical draining inside. Water supply from the 

ground, braided hose and insulating jacket included.  5 years guarantee

A success since more than 25 years! 

Down to -30°C (-22°F) without electricity thanks to the great insulation 
and the water renewal.

Non-electric frost-free drinkers made of double walled HDPE 
insulated by PU foam. Models with 1 or 2 access with removable 
dishes. 34 l/mn float valve (at 3 bar). Ø100 mm (4”) side draining 
completed with a new vertical draining inside. Water supply from 

the ground, braided hose and insulating jacket included.

Water remains visible: suitable for young animals.

Down to -15°C (-22°F) without electricity thanks to the 
great insulation and the water renewal.

PRINCIPLE

ADVANTAGES

ANTIFREEZE 
EFFICIENCY

THERMOLAC™ GATHERMOLAC™ GVTHERMOLAC™ B

Broad range of drinkers and troughs made 
of POLYCHOC™: a pure HDPE, food-safe, 

UV-resistant and recyclable. Sturdy, light and 
durable. 

Quick draining. 14 models.

10 years guarantee. 
Valve compartment.

Polyethylene drinking trough with double 
access, specially designed for dynamic 

rotational grazing. Capacity: 150 liters. Float 
valvle included: 32 or 80 l/min (at 3 bar). Large 
drain. Quick-connect ¾” brass fitting included.

The perfect compromise between watering 
capacity and ease of movement.

600 and 1000 litres pasture troughs in 
galvanised steel. Conical shape and lifting rings. 
Edge made of welded tube. Brass bulkhead drain 

with larger flange for increased tightness.

Strong and secure edge.  
Can easily be stacked for transportation.

Pasture pump with smoothly operated 
mechanism. Sturdy HDPE trough. Pumps up to 

7 m (23’) depth or 70 m (76 yd) length. 
0,5 l./pushing.  

NC model features a bowl for the calf.

Very smooth mechanism.

PRINCIPLE

ADVANTAGES

305 Wp solar pumping kit operating without a 
battery. Submerged stainless steel pump: up 
to 11 m3 per day. Supply several distant plots 

thanks a bladder with adjustable pressure 
switch. Kit ready to install, pre-wired and pre-

assembled in the factory.

Creates a pressurised water network.

Solar pump systems: 
Complete packs with solar pump,  

trough and batteries 
 or modular solar pump sets without trough,  

with or without batteries.

Quick writing off.

Tanks made of one-piece 100% pure food-safe 
and UV resistant HDPE. Anti-rocking device. 
Feature a PVC quarter turn valve for quick 

draining. Standard or reinforced: 18 models from 
140 up to 5600 litres capacity.

Connected gauge BLUE LEVEL sold separately.

A large offer to suit all the breeder’s need.

LACABAC: Float-valve unit with stainless steel 
cover to supply a constant water level on all 

types of drinking troughs. Several models for 
standard and low pressure (gravity). 

JUMBO & JUMBO+ :  80 and 103 litres/minute 
(at 3 bar). Perfect to quikly fill water tanks or 

big troughs.  
Patented anti-oscillation system.

Up to 103 l./min. at 3 bar according the models

PRINCIPLE

ADVANTAGES

PREBAC

SOLAR-SUPERFLOW™

GALVANISED TROUGHS

TANKS

AQUAMAT™ II

LACABAC & JUMBO SOLAR-FLOW™

PATENTED Innovation
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DYNABAC™ 
for Rotational Grazing
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CALVES HOUSING

Healthier, faster-growing calves thanks to speed-
regulated teats on individual, two-seater and 

5-seater buckets. Universal Ø38 mm «1 CLICK» 
teat attachment. Reproduces natural suckling 

and stimulates salivation.  Scientifically proven.

Adaptable nipples and connectors.  
Collective buckets with universal fixing.

Modular single calf box in HDPE. 
Suitable for a calf up to 8 weeks old. Easily 

assembled side by side and back to back. Gate 
with 2 headlocks.  

HDPE slat floor delivered separately.

Easy assembly and disassembly. Comfort and 
hygiene.

Galvanised tipping fence for  LOGISTAR™, 
MIDDLESTAR and MINISTAR™ hutches. The 
hutch folds into the fence and inversely. The 

gate is easily removable.
Galvanized large sliding fence with yokes is 
available for the SUPERSTAR group hutch.

The wheels make the fence+hutch 
very mobile. The gate can be placed on the hutch 

or on the fence.

Individual hutches in one piece of white pure, 
shock and UV resistant HDPE. Adjustable 

ventilations.  
A complete product range with a hutch for 

every size of calf. 
SUPERSTAR model suitable for up to 5 calves.

Its shock resistance ensures a longer service life. 
Each model has a 5 years guarantee.

PRINCIPLE

ADVANTAGES

CALF BUDDY™ RANGETIPPING & SLIDING 
FENCE

HDPE HUTCHES BABY-STAR™

Multipurpose cart with non-slip 
bakelite covered plywood floor. 
Designed to support the weight 
of a high density bale. Ø400 mm 

pneumatic wheels mounted on ball 
bearings. Directional axle without 

stop.

Delivered fully assembled. U-shaped 
side pieces with several places 

(option).

Sturdy hot-dip galvanised trolley 
designed to transport voluminous 

loads, up to 200 kg.  
Ø400 mm pneumatic wheels mounted 

on ball bearings.

Large diameter main tubes. 
Delivered fully assembled.

Wheelbarrow for feed distribution 
(cereals, granules) with adjustable flow 

rate. Seamless double walled HDPE 
frame/tub.  Opening operated with the 

right handle of the wheelbarrow. 
Ø 400 mm pneumatic tyre.

Tub of 100 litres with scale. 
No remains in the tub after use.

Wheelbarrows with HDPE tubs of 330 
and 600 Litres. Sturdy welded double-
walled HDPE edge. Galvanised frame. 
Ø400 mm pneumatic wheels mounted 

on ball bearings.

Precisely balanced frame. 
Easy to empty.

Very handy HDPE barrows, compact, 
ergonomic and sturdy.  

Welded double-walled HDPE 
edge. Galvanised frame. Ø400 mm 
pneumatic wheels mounted on ball 

bearings.

Optional wood cover and partition.

PRINCIPLE

ADVANTAGES

Brooms with brush head,  
round broom, grain shovel, rake 

and clearing shovel.  
Very light and sturdy:  

designed for heavy duty.

Professional equipment. 
Longer wear.

Monobloc HDPE footbath  
with 4 trays and arcs with openings 

for evacuation of manure. It prevents 
treatment  

products wastage. 
Antiskid bottom.

Perfectly adapted to the gait of the cows. 
Can be coupled (option).

System to stabilise and reinforce the 
soil structure and improve its natural 

qualities. The grid distributes the 
weight of the animals and protects 

the bottom layer.

Can bear the weight of a tractor.

Modular or monobloc feed troughs 
in pure HDPE, food safe and UV 
resistant. Galvanised frame with 

bolted adjustable feet and supporting 
profil under the tub. Drain plug.

HDPE tub 8 years guarantee.

Monobloc feed troughs in pure 
HDPE, food safe and UV resistant. 

Galvanised frame with bolted 
adjustable feet and supporting tube 
under the tub. Drain plug. (Buckets 

delivered separately)

HDPE tub 5 years guarantee.

PRINCIPLE

ADVANTAGES

DUMPING 
WHEELBARROWS

MANURE-FREE 
FOOTBATH

4-WHEELED 
CART

STABLE TOOLS

140 / 340 L 
BARROWS

SOIL 
STABILISATION

FEEDER 
WHEELBARROW

HDPE FEED 
TROUGHS

HDPE TROUGHS 
SHEEP/CALVES

BALE  
TROLLEY

PATENTED Innovation

PATENTED Innovation

BREEDING EQUIPMENT
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Very handy HDPE barrow, compact ergonomic 
and sturdy. Galvanised frame, elevated for more 

comfort. Ø400 mm pneumatic wheels on ball 
bearings. Pneumatic pivoting wheels.

Welded double-walled HDPE edge. 
Optional wood cover and partition.

Valve to maintain a low constant water level in a 
group trough or bowl.  

It allows less stagnant water for a better water 
quality.

Opened in 10 seconds without tools 
for easy maintenance.

Stainless steel drinking nipples with flow rate 
adjustment without disassembly. 

 Long life with its 3 stainless steel parts. 
A model for each stage of pig farming.

Adjustable flow rate without disassembly.

Non-deforming stainless steel bowls. Stainless 
steel valve with automatic shut-off system when 

you remove it. Different models according  
to the pigs’ age.

S.s. valve with ajdustable flow rate. Non-spill form: 
Proved its efficiency.

PRINCIPLE

ADVANTAGES

Frost-free polyethylen bowl with constant water 
level to mount on a stand.  

Heating element 50 or 80 W / 24V.  
180 W model with internal thermostat to supply 

warm water : Ref. 1642.

Suitable for 25 sheep or goats. 
Heated water (180W).

Down to -20°C (-4°F).

Double cast iron bowl with float valve under a 
stainless steel cover. Drain plug. 

Also available in single version: LAC 5.

Perfect between two pens.

-

Educational cast iron bowl. Brass valve with 
very smooth push-tube, adjustable flow rate 

and T fitting. Designed for the snouts of sheep 
and goats. A small amount of remaining water 

stimulates the animals to push the tube.

Extremly smooth operated tube valve. Multiple 
connection ways

Can be mounted on a circulation loop.

Cast iron bowl with constant water level. 
Capacity 2,5 litres.

Drain plug. ¾” brass fitting or ½” synthetic 
fitting.

Also suitable for dogs and young animals.

-

PRINCIPLE

ADVANTAGES

ANTIFREEZE EFFICIENCY

Big stainless steel wall-mounted drinking troughs 
suitable for acidic or treated water. New 2x4 hole mounting brackets. 

Same specification as OVICAP STANDARD.  
New 50 cm tool-free height adjustment kit (option A305). 

Suitable for group up to 25-40 sheep or goats, (50 to 80 for the 2,40 m model). 
Self-regulating heating set «Warm Water» with thermostat available separately.

-20°C (-4°F) with optional power set.

Big wall-mounted drinking troughs made of galvanised 
steel.  1,20 m and 2,40 m long. Perfect for large herds. 

Water reserve of 21 and 42 litres.  
32 l/min float valve (at 3 bar).  

New quick drain with screw cap.

-20°C (-4°F) with optional power set.

Big stainless steel wall-mounted drinking troughs. 
1,20 m and 2,10 m long. Water reserve of 9 and 16 litres. 

5,1 l/min float valve (at 3 bar), well protected from the animals.  
Easy and quick draining.

Suitable for group up to 25-35 sheep or goats, (35 to 45 for the 
2,10 m model).

-20°C (-4°F) with optional power set.

PRINCIPLE

ADVANTAGES

ANTIFREEZE EFFICIENCY

140 L FEED BARROWDIRECTO PREMIUMPORCINOX™ RANGE MEMBRANE VALVE

FEEDER 
BARROW

LAC 55

PE TROUGHS

BABYLAB™ T

ADJUSTABLE 
MOUNTING BRACKETS

LAKCHO 2

CLEANFOOT

FOR PIGS

FOR SHEEP AND GOATS
BABYLAC

OVITUBE OVICAP STANDARD OVICAP INOX
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Haybells feeder made of one piece 
of HDPE. Easy to handle and to 

clean. Good protection against rain 
and spillage for a Ø160 or Ø180 cm 
bale. Anchor points. Optionnal base 

available on the small model.

Pastures and paddocks.

Solidity and longevity. 
UV-resistant.

-

Exclusive non-electric frost-free 
drinking trough made of double 

walled HDPE insulated by PU foam.  
Design for places without water 

supply (manual filling). 180 litres. 
Ø100 mm (4”) draining. 

Patented.

Pastures and paddocks.

Water is kept fresh and clean in 
summer during several days.

Down to -15°C (-22°F) without 
electricity 

Wall-mounted drinker in HDPE with 
constant water level or push-tube 

valve. Stainless steel edge and cover. 
Drain plug. Can be mounted on an 

optional insulated PE-stand.

Boxes or group housing.

Confortable. 
Compact design.

Down to -20°C (-4°F) with power set 
(option).

Deep non-spill stainless steel bowl 
with stainless steel valve. Smooth 

push-tube. F130 features a T-fitting 
for multiple connection ways.

Boxes.

Non-spill design.
Suitable for acidic waters.

Can be mounted on a circulation loop 
(with optional set).

Very sturdy synthetic bowls. Valve 
with constant water level (LAC 10) or 
with push-tube or paddle (FORSTAL).

Boxes.

Economic and very resistant.

-

PRINCIPLE

USING PLACE

ADVANTAGES

ANTIFREEZE EFFICIENCY

NORMANDYF110 & F130 INOXLAC 10 - FORSTAL

Request our ‘HORSE’ catalogue or download it:

ISOBAR 250 HAYBELLS

FOR HORSES AND PONIES

PATENTED Innovation

NEW

Protections for large drinkers
Robust kits for GV, LB, MICHIGAN DUO or BAIKAL 230 drinkers.

Protective elements made of hot-dip galvanised 
steel after manufacture. Ø60 and 48 mm tubes 
connected by half-shells and through bolts.
Availability: November 2025.

A215 A216 / A217 A218A210 ~ A214

Size Drinkers Bar(s) Angle Wall or floor support Option at the withers

S GV110 
MICHIGAN DUO 1 x A210 (900 mm) 2 x A215 1 x A216 (wall) 

1 x A217 (floor) 1 A210 bar + 2 A215 angles + 1 A218 spacer

M GV150 / LB150 1 x A211 (1250 mm) 2 x A215 1 x A216 (wall)
1 x A217 (floor) 1 A211 bar + 2 A215 angles + 1 A218 spacer

L GV230 / LB230 
BAÏKAL230 / MULTI 220 /MULTI-TWIN 1 x A212 (2040 mm) 2 x A215 2 x A216 (wall) 

2 x A217 (floor) 1 A212 bar + 2 A215 angles + 2 A218 spacers

XL GV300 1 x A213 (2910 mm) 2 x A215 2 x A216 (wall) 
2 x A217 (floor) 1 A213 bar + 2 A215 angles + 2 A218 spacers

XXL GV460 2 x A214 (2200 mm) 2 x A215 3 x A216 (wall) 
3 x A217 (floor) 2 A214 bars + 2 A215 angles + 3 A218 spacers

NEW
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Made in  France

NEW

Ref. 3075
LAC 550
The stainless steel constant-level drinking trough with wide 
access is ideal for use between cattle pens.

 �16-litre stainless steel bowl with large 
double access for comfortable drinking 
by large cattle.

 �Integrated galvanised steel protective 
corner with anti-licking border.

 �Compact size, only 56 cm wide

 �25 l/min (at 3 bar) float valve protected 
by a stainless steel cover. T ¾ F brass 
connector for circulation connection.

 �Ø1”¼ drain without tools via screw cap

 �Reversible mounting brackets with 12 
centre distances for mounting on all 
types of posts

 �Optional anti-freeze electric set 
available

 �Available from early 2026.

The Specialist in Livestock Drinking Solutions
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